© Add more Domore

with John Deere Tractor & Loader

attachments

Replaceable Cutting Edge

1 Replaceable Cutting Edge

Effectively extend the life of your bucket
with a replaceable cutting edge.

BW15819 1680 mm (66 in.)
BW14763 1850 mm (73 in.)
BW14267 2150 mm (85 in.)
BW13910 2300 mm (91in.)
BW14269 2450 mm (96 in.)

2 Hood Guard

Protect your tractor’s grill and radiator
from brush and workplace hazards.

BW15219 3020/4020 Series Utility Tractors
BW12980 30-55 Series Row Crop Tractors
BW15892 6M and 6R Series Tractors
BW15800 6D Series Tractors

BW15922 7R Series Tractors

BW?15907 8R and 8030 Series Tractors

Hood Guard

Five-tine Grapple

3 Ballast Box

Cet greater tractor stability with
additional ballast.

BW15073 Category 1 Hitch
BW15852 Category 2 and 3 Hitch

4 Bucket

Bucket options add versatility.
See us for your specific application.

Material bucket, Heavy Duty bucket,
High Volume Bucket.

@ JOHN DEERE

Ballast Box

Digging Teeth

Five-Tine Grapple

Add a five-tine grapple for increased loader
durability and load-carrying capacity.
BW16161 H Series Loaders

Digging Teeth

Add More versatility by applying digging
teeth to heavy-duty buckets. The result is
easier digging in hard ground.

BW15227 1550 mm (61 in.)
BW15228 1850 mm (73 in.)
BW15763 Heavy Duty Bucket

lalk to us today about how attachments can Add More to your Tractor.




© Add more Domore

with John Deere Tractor & Loader attachments

Add More Convenience

Bucket Level Indicator Loader Suspension System

Easily determine the bucket or attachment level position. Increase shock absorption and maximise productivity by easily

BW14352 740, 840 moving bales and pallets.

BW16070 6M and 6R Series Tractors
BW15866 For tractors other than 6M or 6R Series Tractors
BW16070 5085M, 5095M, 5100M (Augusta), 5105M, and 5115M Tractors

Stationary Fenders Return to Position

Helps avoid loader contact with the regular tractor fenders Significantly improve productivity and reduce operator stress by
when oscillating, turning and digging. saving boom and bucket positions.

BW15928 H480 BL15219  H340, H360 and H380

BW15906  H260, H310, H340, H360 and H380 BWI6262  H340

BW15741 H240 BW16263 H360

BW16264 H380
See us for compatibility.



